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DESCRIPTION

UTILISATION / USES

The RGL500 is an ON AIR display unit with leds. 
They guarantee indefinitive useful life compared 
with a traditional lighting.
Power supply by ASM120D interface or by 
PCS212  power supply  on rack.
In the last case, the control will be executed by a 
loop directly applied on the RGL500.

Alimentation par l'interface ASM120D ou par 
l'alimentation rackable PCS212. Dans le          dernier 
cas, le pilotage sera effectué par une boucle 
appliquée directement sur le RGL500 

Le RGL500 est un panneau de visualisation “ON 
AIR” à leds.
 Les leds garantissent une durée de vie illimitée 
par rapport à un éclairage traditionnel.

Example 1 :

ASM120D

Remote from on air console

Remote from on air console

 Audio Input

Audio Output

Order

PUSH PUSH

Example 2:

 24 Volts Power Supply
         

Order

RGL 500

RGL 500
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SYNOPTIQUE / BLOCK DIAGRAM

Câblage connecteurs / Wiring
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Signal input
on XLR or on Sub-D 15 F
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Made in France

T 1A L230V     50/60Hz 14W

ASM120D

RP2000

Ampli

RGL 500

FRANCAIS / ENGLISH3Rami - RGL 500

C
H

O
IC

E
 O

F
 R

E
M

O
T

E
 C

O
N

T
R

O
L

Dry Loop

Switched power Supply
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+5 to +24 V

Isolated Remote

Open Collector
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External Power Supply
Max 24 Volts DC
I = 100 mA max
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